
WL-11
Video Intercom Inalambrico

 Un Video Intercom en Tu puerta sin problemas
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S EC U R I T Y C O M M U N I C AT I O N S O LU T I O N S

The information in this brochure is subject to change without notice.

Video Door Station (WL-DA) 
 
Power Supply: 6 x AA size batteries (Ni-MH batteries with 2500mAh) 
Operation Temperature: 14° to 122° F (-10° to +50° C ) 
Dimensions: 5-1/8 (H) x 3-15/16 (W) x 1-3/8 (D) inches 
Weight: Approximately 7.75 oz (220g) without batteries

Master Station (WL-1ME)

Power Supply: Included Ni-MH battery (Model: WLW-BT.E)  
                           2.4V DC (@2000mAh) 
Display: 2.4 inch TFT color LCD monitor (240 x 320 pixels) 
Operation Temperature: 32° to 104° F (0°  to 40° C)  
Dimensions: 5-9/10 (H) x 2-1/4 (W) x 1-1/16 (D) inches 
Hand Held Dimensions:  5- 13/16 (H) x 2- 1/4 (W) x 1-1/16 (D) inches 
Weight: Approximately 6 oz (170g) including batteries

 desde la Puerta ... a la Estacion Master 
      Securidad y Confort en UN SOLO SET

El Intercom inalambrico de Video WL-11 ofrece una 
sencilla instalación y operación para su residencia u 
otro lugar. WL-11 utiliza DECT Inalambrico, por lo que 
no requiere ningún cableado. 
La frecuencia de 1.9 GHz le permite recibir llamadas 
desde la estacion de puerta sin interferencia de 
otros aparatos de casa o de otras frecuencias. La 
función de grabación  automática permite grabar  3 
imagenes por llamada, hasta 100 llamadas.

Aproximado
  Distancia  sin Obstrucciones 

100mt.
Paredes u otras obstrucciones 

puede afectar el rango de la 
communicación
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